TYPE && UL2651 24AWG TS/2F

STANDARD UL1581 UL758 CAN/CSA
SE I C22.2No.210.2

APPLICATIONS & H

Internal wiring of electronic equipment.
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CONSTRUCTION ITEM/ £#35iH SHTmE
Material / ¥4 Jfi — Soft-annealed tinned copper wire 1B K %454
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CONDUCTOR Size / £ AWG 24
Sk . i
Construction/4 i JiA% mm 11/0.160+0.008
Diameter / #Mz mm 0.61
Material / M8~ | - PVC
Average thickness/ - & & mm 0.40
Nominal Thickness/ R Fx 5 & mm 0.23
INSULATION
H2k Min. Thickness/#% /N5 mm 0.18
Diameter/#Mz mm (1.45+0. 10)X(3.05+0.15)
Color / gite, | - Sl
Electric characters/ B <451 Physical Characters/#J¥4F44%
| Temperature rating C 105 Conditioning Z 1t 2% 14 Insulation Jacket
(F 2 IR ) 136°C + 1. 0/168h #62% e
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2 (Fi5E HLE) v 300 Ultimate
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3 Conductor resistance Q/Km <042 Before ]?%ng%o ;1 =100%
(TE:MZ!S %Fﬂ) . 20C Aging
A Eglec(tﬂ%‘g%tfﬁg; withstand |y i) 2000 e Tensile
Spark test ‘ Strength =1.05kgf/ mm?
5| e ) \% 3000 (FUKHET)
Heat shock test (136+1.0C Not any cracks Remnant
61 it iR) /1h) R Ultimate
deformation test 121+ Elongation =65%
7| i) 1.0°C.250g) <50% :gfitr?; IS =
3 Cold-bend test (-10 /fhz 0C Not any cracks 2R
(A D) ) AT Remnant
ensiie =00
9 Flame test / VW1 Strength =170%
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